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Note: Do not cut bus bars. Maximum of 3 bus bars allowed in any
combination of the same phase configuration. Multiple bus bars
must be installed back-to-back.

 

1489-M Bus Bar Accessories

Description Pkg. Qty.
Cat. No.
�

Terminal Power Feed, 35 mm2 10 1489-AMCLT35

Dedicated Power Feed, 50 mm2 10 1489-AMCLT50D

Protective Shroud (for unused pins) 10 1489-AMCLPS

� cULus, UL 508, EN 60947-1, CE Marked

1489-M Bus Bars

Phase No. of Pins
No. of Circuit

Breakers Pkg Qty.
Cat. No.
�‡

1-Phase

6 6 10 1489-AMCL106

12 12 10 1489-AMCL112

18 18 10 1489-AMCL118

2-Phase

6 3 10 1489-AMCL206

12 6 10 1489-AMCL212

18 9 10 1489-AMCL218

3-Phase

6 2 10 1489-AMCL306

12 4 10 1489-AMCL312

18 6 10 1489-AMCL318

� cULus, UL 508, EN 60947-1, CE Marked
‡ Maximum of three bus bars allowed

Bus Bars

AWG lb-in Nm
14

12-8
6-2

21

25
36

2.3
2.8
4.0

Z2

1489-M3...

1489-AMCLPS

4 mm

1489-AMCLT50D

1489-AMCLT35
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3-Phase Bus Bars

5
5

32.5 mm
(1.28”)

15.5 mm
(0.61”)

46 mm
(1.81”)

1.5 mm
(0.06”)

17 x 17.6 mm = 299.2 mm
(17 x 0.69” = 11.78”)

99 mm
(3.90”)

17.6 mm
(0.69”)

5 x 17.6 mm = 88 mm
(5 x 0.69” = 3.46”)

5 mm
(0.19”)

204.6 mm
(8.06”)

17.6 mm
(0.69”)

5 mm
(0.19”)

5 mm
(0.19”)

310.2 mm
(12.21”)

11 x 17.6 mm = 193.6 mm
(11 x 0.69” = 7.62”)

17.6 mm
(0.69”)

1489-AMCL318

1489-AMCL306 1489 -AMCL312

Bus Bar Approximate Dimensions
Note: Dimensions are shown in millimeters (inches).  Dimensions are not intended for manufacturing purposes.


